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Appendix D: 
ADA Self-Assessment





     

    

         
                         

 

 

 

 

 

GRIEVANCE PROCEDURE UNDER THE  

AMERICANTS WITH DISABILITIES ACT 
 

This Grievance Procedure is established to meet the requirements of the Americans with Disabilities Act 

of 1990.  It may be used by anyone who wishes to file a complaint alleging discrimination on the basis of 

disability in the provision of services, activities, programs, or benefits by the Town.  The Town’s 

Personnel Policy governs employment-related complaints of disability discrimination. 

 

The complaint should be in writing and contain information about the alleged discrimination such as 

name, address, phone number of complainant and location, date and description of the problem.  

Alternative means of filing complaints, such as personal interviews or a tape recording of the complaint, 

will be made available for persons with disabilities upon request. 

 

The complaint should be submitted by the grievant and/or his/her designee as soon as possible but no later 

than 60 calendar days after the alleged violation to: 

 

Bonita Weeks, ADA Coordinator, 4417 Main Street, Palmer, MA  413-283-2638, 

bweeks@townofpalmer.com 

 

Within 15 calendar days after receipt of the complaint, Bonita Weeks, or her designee will meet with the 

complainant to discuss the complaint and the possible resolutions.  Within 15 calendar days of the 

meeting Bonita Weeks or her designee will respond in writing, and where appropriate, in a format 

accessible to the complainant, such as large print, Braille, or audio tape.  The response will explain the 

position of the Town and offer options for substantive resolution of the complaint. 

 

If the response by Bonita Weeks, or her designee does not satisfactorily resolve the issue, the 

complainant and/or his/her designee may appeal the decision within 15 calendar days after receipt of the 

response to the Town Manager or his designee. 

 

Within 15 calendar days after receipt of the appeal, the Town Manager or his designee will meet with the 

complainant to discuss the complaint and possible resolutions.  Within 15 calendar days after the meeting, 

the Town Manager or his designee will respond in writing, and, where appropriate, in a format accessible 

to the complainant, with a final resolution of the complaint. 

 

All written complaints received by Bonita Weeks or her designee, appeals to the Town Manager or his 

designee, and responses from these two offices will be retained by the Town for at least three years. 
 

 

 

Town of Palmer 
 “Bondsville, Depot Village, Thorndike & Three Rivers” 
 

 

mailto:bweeks@townofpalmer.com








Facility Inventory LOCATION:  ENDELSON (BONDSVILLE) PLAYGROUND
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

NOTES: Recently renovated to meet ADA standards. 4 benches, 1 table, and several trash cans provide access to open spaces and are located adjacent to 
accessible paths. Benches have both back and arm rests. Play area contains accessible splash pad and both are located adjacent to accessible paths. 
Basketball court is located adjacent to accessible path with 1 bench for spectator seating but court itself is not accessible as it does not have a curb cut 
from the pathway. 

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:

*basketball
Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present

x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction x

NOTE: On-street parking only; no designated accessible parking spaces or accessible van space. No signage.  No ramps.  

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

No designated accessible parking spaces.

No designated accessible van space.



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch

x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge) x

At least 18" clear floor area on latch, pull side of door x

Door handle no higher than 48" and operable with a 
closed fist x

Vestibule is 4 ft plus the width of the door swinging 
into the space x

Entrance(s) on a level that makes elevators accessible x

Door mats less than 1/2" thick are securely fastened x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted x

NOTES: No built structures.

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

N/A; no objects protrudcing into 
pathway. 



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices) x

Hardware minimum 36", maximum 48" above the floor x

Clear, level floor space extends out 5 ft from both sides 
of the door x

Door adjacent to revolving door is accessible and 
unlocked x

Doors opening into hazardous area have hardware that 
is knurled or roughened x

NOTES: Not applicable; no stairs or doors. 

Stairs

Doors

STAIRS and DOORS



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach x

Mounted without pedestal or legs, height 34" to top of 
rim x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle) x

Accessible to person using wheelchair at 60" wide by 
72" deep x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42") x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor x

NOTES: No permanent restroom facilities. 1 accessible port-o-potty is seasonally available, located adjacent to the curb on 
the street from the accessible pathway on the site. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach x

Highest operating part a maximum 54" above the floor x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color x

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide x

Unobstructed path of travel not less than 48" wide 
around pool x

Non-slip surface x

LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening x

Floors are pitched to drain the stall at the corner 
farthest from the entrance x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve x

Controls are located on the center wall adjacent to the 
hinged seat x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar x

Grab bars are placed horizontally at 36" above the floor 
line x

LOCATION: ENDELSON (BONDSVILLE) PLAYGROUND

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No swimming pools or shower rooms. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area

The only dimension that the table 
doesn't comply with is the additional 
29" of clear space extending beyond 
the 19" clear space under the table; 
otherwise the table is accessible. 



Facility Inventory LOCATION: BONDSVILLE GRAMMER PARK
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Are special programs at your
facilities accessible?

Programming

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

NOTE: None of the above, just a coulple of benches; a passive use park.   

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment



LOCATION: BONDSVILLE GRAMMER PARK

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction x

NOTES: No formal  parking area or designated accessible parking; on-street parking only with a curb present. No ramps. 

101-150
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING             

No formal or accessible parking; on-street 
parking only.

Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces



LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x
ADA accessible from sidewalk

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge) x

At least 18" clear floor area on latch, pull side of door x

Door handle no higher than 48" and operable with a 
closed fist x

Vestibule is 4 ft plus the width of the door swinging 
into the space x

Entrance(s) on a level that makes elevators accessible x

Door mats less than 1/2" thick are securely fastened x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted x

NOTES: Not applciable; no built structures. 

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES



LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices) x

Hardware minimum 36", maximum 48" above the floor x

Clear, level floor space extends out 5 ft from both sides 
of the door x

Door adjacent to revolving door is accessible and 
unlocked x

Doors opening into hazardous area have hardware that 
is knurled or roughened x

NOTES: Not applicable; no stairs or doors. 

Stairs

Doors

STAIRS and DOORS



LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach x

Mounted without pedestal or legs, height 34" to top of 
rim x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle) x

Accessible to person using wheelchair at 60" wide by 
72" deep x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42") x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor x

NOTES: Not applicable; no restrooms or facilities. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach x

Highest operating part a maximum 54" above the floor x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color x

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: BONDSVILLE GRAMMER PARK

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x
Surface of the clear ground space under and around 
the table must be stable, firm and slip-resistant, and 
evenly graded with a maximum slope of 2% in all 
directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTE: Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION:  Burleigh Park
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material   
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

NOTES: Baseball fields, basketball court with hoops with no nets, horseshoe pits, and unimproved natural hiking/walking paths in the woods. None are 
accessible.          

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools               

Swimming Facilities

Beaches         

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills               

Picnic Shelters



LOCATION:  Burleigh Park

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance X
No designated accessible parking. 

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

X

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle X

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

X

Sign with international symbol of accessibility at each 
space or pair of spaces

X

Sign minimum 5ft, maximum 8ft to top of sign X

Surface evenly paved  or hard-packed (no cracks)
X

Loose gravel, broken pieces of asphault.
Surface slope less than 1:20, 5% X
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present X

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

X

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 X
Minimum width 4 ft between hand rails X
Handrails on both sides if ramp is longer than 6 ft X
Handrails at 34" and 19" from ramp surface X
Handrails extend 12" beyond top and bottom X
Handgrip oval or round X
Handgrip smooth surface X
Handgrip diameter between 1 1/4" and 2" X
Clearance of 1 1/2" between wall and wall rail X
Non-slip surface X
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction X

101-150            
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS N/A

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

NOTE: Parking area consists of loose gravel and broken pieces of pavement with no designated accessible parking. No ramps.         



LOCATION:  Burleigh Park

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

X

Disembarking area at accessible entrance X
Surface evenly paved or hard-packed X
No ponding water X

Path does not require the use of stairs X
Path is stable, firm, and slip resistant X
3 ft wide minimum X
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). X

Continuous common surface, no changes in level 
greater than 1/2 inch X

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

X

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

X

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs X

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

X

Level space extending 5 ft from the door, interior and 
exterior of entrance doors X

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge) X

At least 18" clear floor area on latch, pull side of door X

Door handle no higher than 48" and operable with a 
closed fist X

Vestibule is 4 ft plus the width of the door swinging into 
the space X

Entrance(s) on a level that makes elevators accessible X

Door mats less than 1/2" thick are securely fastened X

Door mats more than 1/2" thick are recessed X

Grates in path of travel have openings of 1/2" maximum X

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance X

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted X

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES: No specific ADA accessibility, no curbs, no nets in ball courts, picnic area not accessible, and no deliniated 
pathways other then trails in the woods.



LOCATION:  Burleigh Park

Specification Yes No Comments/ Transition Notes

No open risers X
Nosings not projecting X
Treads no less than 11" wide X
Handrails on both sides X
Handrails 34"-38" above tread X

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

X

Handgrip oval or round X
Handgrip has a smooth surface X
Handgrip diameter between 1 1/4" and 1 1/2" X
1 1/2" clearance between wall and handrail X

Minimum 32" clear opening X
At least 18" clear floor space on pull side of door X
Closing speed minimum 3 seconds to within 3" of the 
latch X

Maximum pressure 5 pounds interior doors X

Threshold maximum 1/2" high, beveled on both sides X

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices) X

Hardware minimum 36", maximum 48" above the floor X

Clear, level floor space extends out 5 ft from both sides 
of the door X

Door adjacent to revolving door is accessible and 
unlocked X

Doors opening into hazardous area have hardware that 
is knurled or roughened X

Stairs  

Doors       N/A

STAIRS and DOORS

NOTES: Openings to dug outs in baseball fields are not accessible, horseshoe pits are not accessible, trail 
network is not accessible, Port-o-Potty is not ADA compliant. 



LOCATION:  Burleigh Park

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor X

Clear floor space of 30" by 48" to allow a forward 
approach X

Mounted without pedestal or legs, height 34" to top of 
rim X

Extends at least 22" from the wall X
Open knee space a minimum 19" deep, 30" width, and 
27" high X

Cover exposed pipes with insulation X
Faucets operable with closed fist (lever or spring 
activated handle) X

Accessible to person using wheelchair at 60" wide by 
72" deep X

Stall door is 36" wide X
Stall door swings out X
Stall door is self closing X
Stall door has a pull latch X
Lock on stall door is operable with a closed fist and 32" 
above the floor X

Coat hook is 54" high X

18" from center to nearest side wall X
42" minimum clear space from center to farthest wall or 
fixture X

Top of seat 17"-19" above the floor X

On back and side wall closest to toilet X
1 1/4" diameter X
1 1/2" clearance to wall X
Located 30" above and parallel to the floor X
Acid-etched or roughened surface X
42" long X

Toilet paper dispenser is 24" above floor X

One mirror set a maximum 38" to bottom (if tilted, 42") X

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor X

NOTES: No permanent restrooms. One non-ADA compliant port-o-potty currently on site.  

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION:  Burleigh Park

Specification Yes No Comments/ Transition Notes

Non-slip surface X
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored X

Corridor width minimum is 3 ft X
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

X

Spouts no higher than 36" from floor to outlet X
Hand operated push button or level controls X
Spouts located near front with stream of water as 
parallel to front as possible X

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain X

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach X

Highest operating part a maximum 54" above the floor X

Access within 12" of phone, 30" high by 30" wide X

Adjustable volume control on headset so identified X

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

X

Electrical outlets centered no lower than 18" above the 
floor X

Warning signals must be visual as well as audible X

Mounting height must be 60" to centerline of the sign X

Within 18" of door jamb or recessed X
Letters and numbers at least 1 1/4" high X
Letters and numbers raised .03" X

Letters and numbers contrast with the background color X

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION:  Burleigh Park

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

X

Lifting device X
Transfer area 18" above the path of travel and a 
minimum of 18" wide X

Unobstructed path of travel not less than 48" wide 
around pool X

Non-slip surface X
Notes: None of the above; not applicable. 

LOCATION

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening X

Floors are pitched to drain the stall at the corner 
farthest from the entrance X

Floors are non-slip surface X
Controls operate by a single lever with a pressure 
balance mixing valve X

Controls are located on the center wall adjacent to the 
hinged seat X

Shower heads attached to a flexible metal hose X
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor X

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

X

Soap trays without handhold features unless they can 
support 250 pounds X

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar X

Grab bars are placed horizontally at 36" above the floor 
line X

Notes: None of the above; not applicable. 

LOCATION

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

X

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

X

Top of table no higher than 32" above ground X

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

X tables on lawn unstable
tables in pavilion on cement

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

X

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area

NOTES: No swimming facilities or shower rooms. Picnic tables are not accessible. 



Facility Inventory LOCATION: Water Street Field
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

NOTES: An open, mown field used for youth soccer or football with goals that have no nets. 1 inaccessible picnic table and 
trash can. No other facilities. 



LOCATION: Water Street Field

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A, no curbs. 
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: Parking is on-street or on grassy pull-off area adjacent to field, no designated accessible parking or van spaces. 
No ramps. 

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces             
10 spaces

Up to 25
26-50
51-75
76-100

5 Spaces

No designated accessible parking. 



LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES: No formal access path from on-street parking to field. No built structures or doors. 



LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: Not applicable; no built structures. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: Not applicable; no built structures. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: Not applicable; no built structures. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Water Street Field

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No swimming pools or shower rooms. 1 inaccessible picnic table, no other picnicking facilities. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION:  EAGER PARK/LEGION FIELD
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Are special programs at your
facilities accessible?

Programming

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

NOTES: Tennis court and smaller tot lot are not accessible. Larger tot lot is located adjacent to accessible pathway. 2 benches (with backrests) and 1 
trash can are located adjacent to accessible pathway.  No picnic shelters, grills, tables, swimming facilities, fishing facilities or trails. 

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment



LOCATION:  EAGER PARK/LEGION FIELD

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

101-150
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING              2 spaces,   used by residence of local apartments
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

No designated accessible parking.

NOTES: No formal parking area; on street parking only. No designated accessible parking spaces or van spaces. No ramps. 



LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x None.

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x
None.

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x
No curbs,  except continous berm around 
tennis court.

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging 
into the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

NOTES: No built structures. 

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES



LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: Not applicable; no stairs or doors. 

Stairs

Doors

STAIRS and DOORS



LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

Notes: Not applicable; no restrooms. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

Notes: Not applicable. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION:  EAGER PARK/LEGION FIELD

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

Note: Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area    



Facility Inventory LOCATION: HRYNIEWICZ PARK
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface: No
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths : Yes
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material:       Asphalt
Dimensions:                5ft wide
Rails    No
Signage (for visually impaired):    No
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all:      No
Located adjacent to accessible paths:          Yes
Enough space between equipment for wheelchair:      No
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball    None
*tennis

Equipment

Boat Docks   No Access Routes

Fishing Facilities   No

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools    No

Swimming Facilities

Beaches    No

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

NOTES: 1 accessible bench and trash can located next to access path. Tot lot located adjacent to accessible paths. Gazebo is 
not accessible. No other facitlies. 



LOCATION: HRYNIEWICZ PARK

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance X

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

X
N/A

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

X

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

X

Sign with international symbol of accessibility at each 
space or pair of spaces

X

Sign minimum 5ft, maximum 8ft to top of sign X
Surface evenly paved  or hard-packed (no cracks) X
Surface slope less than 1:20, 5% X
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present X

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

X

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 X
Minimum width 4 ft between hand rails X
Handrails on both sides if ramp is longer than 6 ft X
Handrails at 34" and 19" from ramp surface X
Handrails extend 12" beyond top and bottom X
Handgrip oval or round X
Handgrip smooth surface X
Handgrip diameter between 1 1/4" and 2" X
Clearance of 1 1/2" between wall and wall rail X
Non-slip surface X
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

X

101-150
4 Spaces

Total Spaces
Up to 25
26-50      
51-75
76-100

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces      
3 Spaces

RAMPS  NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

No designated accesible van space. 

NOTES: 2 designated accessible parking spaces but no van space. No ramps. 



LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

X

Disembarking area at accessible entrance X
Surface evenly paved or hard-packed X
No ponding water X

Path does not require the use of stairs X
Path is stable, firm, and slip resistant X
3 ft wide minimum X
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

X

Continuous common surface, no changes in level 
greater than 1/2 inch X

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

X

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

X

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

X

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

X

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

X

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

X

At least 18" clear floor area on latch, pull side of door
X

Door handle no higher than 48" and operable with a 
closed fist

X

Vestibule is 4 ft plus the width of the door swinging into 
the space

X

Entrance(s) on a level that makes elevators accessible
X

Door mats less than 1/2" thick are securely fastened
X

Door mats more than 1/2" thick are recessed X
Grates in path of travel have openings of 1/2" 
maximum

X

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

X

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

X

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES: No enclosed buildings. 1 non-accessible gazebo. 



LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes

No open risers X
Nosings not projecting X
Treads no less than 11" wide X
Handrails on both sides X
Handrails 34"-38" above tread X

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

X

Handgrip oval or round X
Handgrip has a smooth surface X
Handgrip diameter between 1 1/4" and 1 1/2" X
1 1/2" clearance between wall and handrail X

Minimum 32" clear opening X
At least 18" clear floor space on pull side of door X
Closing speed minimum 3 seconds to within 3" of the 
latch

X

Maximum pressure 5 pounds interior doors X

Threshold maximum 1/2" high, beveled on both sides
X

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

X

Hardware minimum 36", maximum 48" above the floor
X

Clear, level floor space extends out 5 ft from both sides 
of the door

X

Door adjacent to revolving door is accessible and 
unlocked

X

Doors opening into hazardous area have hardware that 
is knurled or roughened

X

NOTES: No doors. Only stairs on site are to access the gazebo. 

Stairs

Doors          NONE

STAIRS and DOORS



LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor X

Clear floor space of 30" by 48" to allow a forward 
approach

X

Mounted without pedestal or legs, height 34" to top of 
rim

X

Extends at least 22" from the wall X
Open knee space a minimum 19" deep, 30" width, and 
27" high

X

Cover exposed pipes with insulation X
Faucets operable with closed fist (lever or spring 
activated handle)

X

Accessible to person using wheelchair at 60" wide by 
72" deep

X

Stall door is 36" wide X
Stall door swings out X
Stall door is self closing X
Stall door has a pull latch X
Lock on stall door is operable with a closed fist and 32" 
above the floor

X

Coat hook is 54" high X

18" from center to nearest side wall X
42" minimum clear space from center to farthest wall or 
fixture

X

Top of seat 17"-19" above the floor X

On back and side wall closest to toilet X
1 1/4" diameter X
1 1/2" clearance to wall X
Located 30" above and parallel to the floor X
Acid-etched or roughened surface X
42" long X

Toilet paper dispenser is 24" above floor X

One mirror set a maximum 38" to bottom (if tilted, 42")
X

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

X

NOTES: Not applicable; no restrooms. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes

Non-slip surface X
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

X

Corridor width minimum is 3 ft X
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

X

Spouts no higher than 36" from floor to outlet X
Hand operated push button or level controls X
Spouts located near front with stream of water as 
parallel to front as possible

X

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

X

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

X

Highest operating part a maximum 54" above the floor
X

Access within 12" of phone, 30" high by 30" wide X

Adjustable volume control on headset so identified
X

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

X

Electrical outlets centered no lower than 18" above the 
floor

X

Warning signals must be visual as well as audible X

Mounting height must be 60" to centerline of the sign
X

Within 18" of door jamb or recessed X
Letters and numbers at least 1 1/4" high X
Letters and numbers raised .03" X

Letters and numbers contrast with the background color
X

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

X

Lifting device X
Transfer area 18" above the path of travel and a 
minimum of 18" wide

X

Unobstructed path of travel not less than 48" wide 
around pool

X

Non-slip surface X

LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
X

Floors are pitched to drain the stall at the corner 
farthest from the entrance

X

Floors are non-slip surface X
Controls operate by a single lever with a pressure 
balance mixing valve

X

Controls are located on the center wall adjacent to the 
hinged seat

X

Shower heads attached to a flexible metal hose X
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

X

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

X

Soap trays without handhold features unless they can 
support 250 pounds

X

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

X

Grab bars are placed horizontally at 36" above the floor 
line

X

LOCATION: HRYNIEWICZ PARK

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

X

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

X

Top of table no higher than 32" above ground X

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

X

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

X

NOTES: Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Walter 'Bebee' Chase Memorial Park
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Note: None of this applies, there are no facilities, it is a soccer field with a perimeter fence. 

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Are special programs at your
facilities accessible?

Programming

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x
gravel parking lot with no handicap spaces, 

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

Notes: NO ADA parking, signage, or curbs. One trash can.

RAMPS        no ramps

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces
Up to 25
26-50              
51-75
76-100

5 Spaces



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

NOTES: No paths. Entire site has a 1% -2% slope  

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No built structures

Stairs

Doors

STAIRS and DOORS



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTE: One non ADA compliant port-o-potty is available seasonally on site. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: Not applicable, none of the above.

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Walter 'Bebee' Chase Memorial Park

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the 
table. An additional 29" clear space (totaling 48") must 
extend beyond the 19" clear space under the table to 
provide access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x
Surface of the clear ground space under and around 
the table must be stable, firm and slip-resistant, and 
evenly graded with a maximum slope of 2% in all 
directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: Not applicable, none of the above.

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Veterans Monument
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

NOTES: None of the above, not applicable.  Passive use park with concrete walking path, 6-feet wide spanning between 
Converse Street and Park Street. 



LOCATION: Veterans Monument

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: On street parking only; no ramps. No designated ADA or accessible spaces or signage. Curb cut to walking path present. 

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces             5 Spaces
Up to 25
26-50
51-75
76-100

5 Spaces



LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  Not applicable; none of the above. 



LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No built structures.

Stairs

Doors

STAIRS and DOORS



LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: No built structures.

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: No built structures. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Veterans Monument

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No built structures. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Diamond Playground
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

NOTES: Play area, tables, and trash cans located adjacent to accessible access pathway. Basketball court located adjacent to 
ADA pathway but has no berm cut and is at a lower grade than pathway.

Services and 
Technical Assistance

Access RoutesGame Areas:

*basketball
Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Yes
Yes

Yes
Yes

N/A

N/A

N/A

N/A

Yes

N/A

N/A



LOCATION: Diamond Playground

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance X
No handicap parking

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

X

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

X

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

X

Sign with international symbol of accessibility at each 
space or pair of spaces

X

Sign minimum 5ft, maximum 8ft to top of sign X
Surface evenly paved  or hard-packed (no cracks) X
Surface slope less than 1:20, 5% X
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present X

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

X

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 X
Minimum width 4 ft between hand rails X
Handrails on both sides if ramp is longer than 6 ft X
Handrails at 34" and 19" from ramp surface X
Handrails extend 12" beyond top and bottom X
Handgrip oval or round X
Handgrip smooth surface X
Handgrip diameter between 1 1/4" and 2" X
Clearance of 1 1/2" between wall and wall rail X
Non-slip surface X
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

X

NOTES: No formal parking area, on-street parking only. No accessible parking spaces. No ramps. 

101-150
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces



LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

X

Disembarking area at accessible entrance X
Surface evenly paved or hard-packed X

No ponding water X

Path does not require the use of stairs X
Path is stable, firm, and slip resistant X
3 ft wide minimum X
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). X

Continuous common surface, no changes in level 
greater than 1/2 inch X

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

X

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

X

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

X

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

X

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

X

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

X

At least 18" clear floor area on latch, pull side of door
X

Door handle no higher than 48" and operable with a 
closed fist

X

Vestibule is 4 ft plus the width of the door swinging into 
the space

X

Entrance(s) on a level that makes elevators accessible
X

Door mats less than 1/2" thick are securely fastened
X

Door mats more than 1/2" thick are recessed X
Grates in path of travel have openings of 1/2" 
maximum

X

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

X

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

X

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES: No formal parking area. Entrance is through fence opening from town sidewalk. Path within playground is accessible.

N/A. No objects protruding into pathway. 

N/A. No objects protruding into pathway. 

No curb cut on sidewalk to accessible path. 



LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x
Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits) x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch x

Maximum pressure 5 pounds interior doors x
Threshold maximum 1/2" high, beveled on both sides x
Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices) x

Hardware minimum 36", maximum 48" above the floor x

Clear, level floor space extends out 5 ft from both sides 
of the door x

Door adjacent to revolving door is accessible and 
unlocked x

Doors opening into hazardous area have hardware that 
is knurled or roughened x

NOTES: Not applicable; no stairs or doors. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor X

Clear floor space of 30" by 48" to allow a forward 
approach X

Mounted without pedestal or legs, height 34" to top of 
rim X

Extends at least 22" from the wall X
Open knee space a minimum 19" deep, 30" width, and 
27" high X

Cover exposed pipes with insulation X
Faucets operable with closed fist (lever or spring 
activated handle) X

Accessible to person using wheelchair at 60" wide by 
72" deep X

Stall door is 36" wide X
Stall door swings out X
Stall door is self closing X
Stall door has a pull latch X
Lock on stall door is operable with a closed fist and 32" 
above the floor X

Coat hook is 54" high X

18" from center to nearest side wall X
42" minimum clear space from center to farthest wall or 
fixture X

Top of seat 17"-19" above the floor X

On back and side wall closest to toilet X
1 1/4" diameter X
1 1/2" clearance to wall X
Located 30" above and parallel to the floor X
Acid-etched or roughened surface X
42" long X

Toilet paper dispenser is 24" above floor X

One mirror set a maximum 38" to bottom (if tilted, 42") X

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor X

NOTES: Not applicable; no restrooms. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes

Non-slip surface X
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored X

Corridor width minimum is 3 ft X
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

X

Spouts no higher than 36" from floor to outlet X
Hand operated push button or level controls X
Spouts located near front with stream of water as 
parallel to front as possible X

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain X

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach X

Highest operating part a maximum 54" above the floor X

Access within 12" of phone, 30" high by 30" wide X
Adjustable volume control on headset so identified X

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

X

Electrical outlets centered no lower than 18" above the 
floor X

Warning signals must be visual as well as audible X

Mounting height must be 60" to centerline of the sign X
Within 18" of door jamb or recessed X
Letters and numbers at least 1 1/4" high X
Letters and numbers raised .03" X

Letters and numbers contrast with the background color X

NOTES: Not applicable; none of the above.

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 
1:6 with handrails on both sides

X

Lifting device X
Transfer area 18" above the path of travel and a 
minimum of 18" wide X

Unobstructed path of travel not less than 48" wide 
around pool X

Non-slip surface X

LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening X
Floors are pitched to drain the stall at the corner 
farthest from the entrance X

Floors are non-slip surface X
Controls operate by a single lever with a pressure 
balance mixing valve X

Controls are located on the center wall adjacent to the 
hinged seat X

Shower heads attached to a flexible metal hose X
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor X

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

X

Soap trays without handhold features unless they can 
support 250 pounds X

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar X

Grab bars are placed horizontally at 36" above the floor 
line X

LOCATION: Diamond Playground

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the 
table. An additional 29" clear space (totaling 48") must 
extend beyond the 19" clear space under the table to 
provide access

X

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

X

Top of table no higher than 32" above ground X
Surface of the clear ground space under and around 
the table must be stable, firm and slip-resistant, 
and evenly graded with a maximum slope of 2% in 
all directions

X

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter X

NOTES: No swimming pools or shower rooms. Picnic structures are accessible.  

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area

No grills or fire rings. 



Facility Inventory LOCATION: Laviolette Field
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes: Athletic field for soccer with a mile long, 5-foot wide accessible loop walking trail made of compacted gravel. 5 benches  with back and arm 
rests and numerous trash cans located adjacent to loop trail. Fitness equiment located next to loop trail but is inaccessible. Everything else is not 
applicable.  

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters



LOCATION: Laviolette Field

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

No 5-foot access aisle; to be installed. 

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x Gravel parking lot. 
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: 2 accessible parking spaces with signage off Belanger Street but no accessible van space. Gravel parking lot without
lines painted to mark parking spaces. No ramps. 

101-150
4 Spaces

Total Spaces
Up to 25
26-50
51-75
76-100          

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS            NO RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

No designated van space; to be installed. 

No curbs.  



LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance x

Gravel parking lot is hard-packed.  
Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging 
into the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

NOTES: No recreational buildings, no door mats, and no grates. 

Site Access

Path of Travel

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

No objects protruding into pathway.  

No curbs.   



LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor x

Clear, level floor space extends out 5 ft from both sides 
of the door x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No stairs. Doors located on bathrooms which are only open during soccer games. Doors have conventional latches. 
Threshold is beveled on both sides but higher than 1/2-inch.  

Stairs

Doors

STAIRS and DOORS

Adjust pavement on both sides of door to
meet 1/2-inch bevel requirement. 



LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor X

Clear floor space of 30" by 48" to allow a forward 
approach X

Mounted without pedestal or legs, height 34" to top of 
rim X

Extends at least 22" from the wall X
Open knee space a minimum 19" deep, 30" width, and 
27" high X

Cover exposed pipes with insulation X
Faucets operable with closed fist (lever or spring 
activated handle) X

Accessible to person using wheelchair at 60" wide by 
72" deep X

Stall door is 36" wide X
Stall door swings out X
Stall door is self closing X
Stall door has a pull latch X
Lock on stall door is operable with a closed fist and 32" 
above the floor X

Coat hook is 54" high X

18" from center to nearest side wall X
42" minimum clear space from center to farthest wall or 
fixture X

Top of seat 17"-19" above the floor X

On back and side wall closest to toilet X
1 1/4" diameter X
1 1/2" clearance to wall X
Located 30" above and parallel to the floor X
Acid-etched or roughened surface X
42" long X

Toilet paper dispenser is 24" above floor X

One mirror set a maximum 38" to bottom (if tilted, 42") X

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor X

NOTES: Bathrooms are open to public during soccer games only. Bathroom is essentially accessible with the exception of the
notes listed above.  

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars

Height is 36-inches to top of rim. 

Extends 18-inches from wall.  

Clear floor space to allow for approach but
doesn't meet dimension requirements.  

Exposed pipes without insulation.   

Install faucets operable with closed fist. 

Stall is 60-inches wide by 70-inches deep. 

Stall door swings in.  

No coat hooks.  

Parallel to floor but 36-inches above floor. 

Only 39-inches long.  

No mirrors.  

Soap dispenser is 48-inches, hand dryer 
is 45-inches above floor. 



LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes

Non-slip surface X
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored X

Corridor width minimum is 3 ft X
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

X

Spouts no higher than 36" from floor to outlet X
Hand operated push button or level controls X
Spouts located near front with stream of water as 
parallel to front as possible X

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain X

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach X

Highest operating part a maximum 54" above the floor X

Access within 12" of phone, 30" high by 30" wide X
Adjustable volume control on headset so identified X

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

X

Electrical outlets centered no lower than 18" above the 
floor X

Warning signals must be visual as well as audible X

Mounting height must be 60" to centerline of the sign X
Within 18" of door jamb or recessed X
Letters and numbers at least 1 1/4" high X
Letters and numbers raised .03" X

Letters and numbers contrast with the background color X

NOTES: No drinking fountains, telephones, switches, or controls. Signs are inaccessble. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

X

Lifting device X
Transfer area 18" above the path of travel and a 
minimum of 18" wide X

Unobstructed path of travel not less than 48" wide 
around pool X

Non-slip surface X

LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening X
Floors are pitched to drain the stall at the corner 
farthest from the entrance X

Floors are non-slip surface X
Controls operate by a single lever with a pressure 
balance mixing valve X

Controls are located on the center wall adjacent to the 
hinged seat X

Shower heads attached to a flexible metal hose X
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor X

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

X

Soap trays without handhold features unless they can 
support 250 pounds X

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar X

Grab bars are placed horizontally at 36" above the floor 
line

X

LOCATION: Laviolette Field

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

X

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

X

Top of table no higher than 32" above ground X

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

X

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

X

NOTES: Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Memorial Field (WW1 Monument)
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

NOTES: Not applicable; none of the above. A passive open space area with a 6-foot wide cement walking path through the 
middle of the area. No other facitlies.



LOCATION: Memorial Field (WW1 Monument)

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
Curbcut present but not painted/
textured, otherwise compliant.

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: No formal parking area; on-street parking only. Curb cut from street is present and is  ADA compliant with the 
exception of being painted/textured. No ramps. 

101-150
4 Spaces

Total Spaces             

Install accessible parking space with 
signage.

Up to 25
26-50
51-75
76-100

5 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

Install accessible van parking space with 
signage.



LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  No built structures or facilities. 



LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No built structures or facilities. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: No built structures or facilties. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: No built structures or facilities. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Memorial Field (WW1 Monument)

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No built structures or facilities. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Midura Family Conservation Area
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

NOTES: Limited picnic facilities; otherwise, none of the above. Trails inaccessible due to grade, slope, and surface material.  

Unimproved, natural walking & hiking 
trails

No

No

No

N/A
No

N/A



LOCATION: Midura Family Conservation Area

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: Gravel Parking lot to Conservation Land; no ramps or built structures. 

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces             4 Spaces
Up to 25
26-50
51-75
76-100

5 Spaces



LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  Foot trail paths to Conservation Land; no built structures. 



LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No built structures.

Stairs

Doors

STAIRS and DOORS



LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: No built structures.

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: No built structures.

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Midura Family Conservation Area

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No built structures.

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Mountain Roads Trail System
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

NOTES: None of the above; no facilities. 

Natural, unimproved walking/hiking 
paths



LOCATION: Mountain Roads Trail System

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: No formal parking area; on-street parkign only. 

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces             5 Spaces
Up to 25
26-50
51-75
76-100

5 Spaces



LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  No built structures. 



LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No built structures.

Stairs

Doors

STAIRS and DOORS



LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: No built structures.

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: No built structures. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Mountain Roads Trail System

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No built structures.

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION:   PUBLIC ACCESS TO FOREST LAKE
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water     NO
Handrails

 NO

Location from accessible parking   YES
Shade provided   NO

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Are special programs at your
facilities accessible?

Programming

Boat Docks         YES Access Routes

Fishing Facilities  NO

Access Routes

Equipment

NOTES: Newly constructed accessible parking lot and boat launch off River Street. Beach located off River Street, but no accessible path into water. 
No other facilities.

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

YES



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES:  No ramps. Parking lot construction on-going but will include 2 accessible parking spaces and a van space. Signage
not yet installed. 

101-150
4 Spaces

Total Spaces
Up to 25 X
26-50
51-75
76-100

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge) x

At least 18" clear floor area on latch, pull side of door x

Door handle no higher than 48" and operable with a 
closed fist x

Vestibule is 4 ft plus the width of the door swinging into 
the space x

Entrance(s) on a level that makes elevators accessible x

Door mats less than 1/2" thick are securely fastened x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted x

NOTES:  Not Applicable; no built structures. 

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices) x

Hardware minimum 36", maximum 48" above the floor x
Clear, level floor space extends out 5 ft from both sides 
of the door x

Door adjacent to revolving door is accessible and 
unlocked x

Doors opening into hazardous area have hardware that 
is knurled or roughened x

NOTES:  Door to port-o-potty is accessible. No other built structures. 

Stairs

Doors

STAIRS and DOORS



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach x

Mounted without pedestal or legs, height 34" to top of 
rim x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle) x

Accessible to person using wheelchair at 60" wide by 
72" deep x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42") x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor x

NOTES:  One ADA compliant port-o-potty is available seasonally on-site. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach x

Highest operating part a maximum 54" above the floor x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color x

NOTES:  Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide x

Unobstructed path of travel not less than 48" wide 
around pool x

Non-slip surface x
NOTES:  Not applicable; none of the above.

LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening x

Floors are pitched to drain the stall at the corner 
farthest from the entrance x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve x

Controls are located on the center wall adjacent to the 
hinged seat x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar x

Grab bars are placed horizontally at 36" above the floor 
line x

NOTES:  Not applicable; none of the above. 

LOCATION:   PUBLIC ACCESS TO FOREST LAKE

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES:  Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Swift River Green Belt
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

NOTES: Trails include 1/4 mile, 5-foot wide accessible loop trail made of compacted gravel and stone dust, and 
unimproved natural hiking/biking trails through the woods. Benches and trash cans located adjacent to accessible loop 
trail. Picnic facility consists of gazebo adjacent to accessible loop trail. No grills, play areas, game areas, formal swimming 
or fishing facilities. 



LOCATION: Swift River Green Belt

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x No curbs. 
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: Gravel parking lot to conservation land. Accessible space provided but no lines painted on parking lot to delineate
dimensions. Ramp to gazebo had hand rails but they were stolen not long after installing gazebo. 

RAMPS        

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

101-150
4 Spaces

Total Spaces             
Up to 25
26-50
51-75
76-100

5 Spaces

No lines painted on gravel parking lot. 

No designated accessible van space. 

Handrails were stolen.  



LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch

x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  Only entrance is from parking area to loop trail, which is accessible. No objects protruding into pathway, no grates,
door mats, or emergency egress. 



LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No stairs or doors. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: No restrooms. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Swift River Green Belt

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: No swimming pools, shower rooms, grills or fire rings. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Red Bridge Connection
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

NOTES: Semi-public open space with unimproved, natural  paths for hiking, walking, and biking. Hiking paths are not 
accessible. No other recreational facilities. 



LOCATION: Red Bridge Connection

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: No formal parking area; on-street parking only. No designated accessible parking or van space. No ramps. 

101-150
4 Spaces

Total Spaces             5 Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

No designated accessible parking.



LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  No built structures. 



LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: Not applicable; no built structures. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: Not applicable; no built structures. 

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: Not applicable; no built structures. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Red Bridge Connection

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES: Not applicable; no built structures. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION:  Three Rivers Well Field
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

NOTES: None of the above; It is an open mown field that people can walk around on.   

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters



LOCATION:  Three Rivers Well Field

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x

Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: A small gravel parking area; no ramps. 

101-150
4 Spaces

Total Spaces
Up to 25 
26-50
51-75
76-100

5 Spaces

PARKING
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces

3 spaces



LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x
no paths, just an open field

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50). x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80" x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge) x

At least 18" clear floor area on latch, pull side of door x

Door handle no higher than 48" and operable with a 
closed fist x

Vestibule is 4 ft plus the width of the door swinging into 
the space x

Entrance(s) on a level that makes elevators accessible x

Door mats less than 1/2" thick are securely fastened x
Door mats more than 1/2" thick are recessed x

Grates in path of travel have openings of 1/2" maximum x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted x

NOTES: No gates, signage or built structures.

Site Access

Path of Travel

SITE ACCESS, PATH OF TRAVEL, ENTRANCES



LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: No stairs, doors, or built structures. 

Stairs

Doors

STAIRS and DOORS



LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor X

Clear floor space of 30" by 48" to allow a forward 
approach X

Mounted without pedestal or legs, height 34" to top of 
rim X

Extends at least 22" from the wall X
Open knee space a minimum 19" deep, 30" width, and 
27" high X

Cover exposed pipes with insulation X
Faucets operable with closed fist (lever or spring 
activated handle) X

Accessible to person using wheelchair at 60" wide by 
72" deep X

Stall door is 36" wide X
Stall door swings out X
Stall door is self closing X
Stall door has a pull latch X
Lock on stall door is operable with a closed fist and 32" 
above the floor X

Coat hook is 54" high X

18" from center to nearest side wall X
42" minimum clear space from center to farthest wall or 
fixture X

Top of seat 17"-19" above the floor X

On back and side wall closest to toilet X
1 1/4" diameter X
1 1/2" clearance to wall X
Located 30" above and parallel to the floor X
Acid-etched or roughened surface X
42" long X

Toilet paper dispenser is 24" above floor X

One mirror set a maximum 38" to bottom (if tilted, 42") X

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor X

NOTES: No built structures.  

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes

Non-slip surface X
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored X

Corridor width minimum is 3 ft X
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

X

Spouts no higher than 36" from floor to outlet X
Hand operated push button or level controls X
Spouts located near front with stream of water as 
parallel to front as possible X

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain X

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach X

Highest operating part a maximum 54" above the floor X

Access within 12" of phone, 30" high by 30" wide X
Adjustable volume control on headset so identified X

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

X

Electrical outlets centered no lower than 18" above the 
floor X

Warning signals must be visual as well as audible X

Mounting height must be 60" to centerline of the sign X
Within 18" of door jamb or recessed X
Letters and numbers at least 1 1/4" high X
Letters and numbers raised .03" X

Letters and numbers contrast with the background color X

NOTES: Not applicable; none of the above. 

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 
1:6 with handrails on both sides

X

Lifting device X
Transfer area 18" above the path of travel and a 
minimum of 18" wide X

Unobstructed path of travel not less than 48" wide 
around pool X

Non-slip surface X

LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening X
Floors are pitched to drain the stall at the corner 
farthest from the entrance X

Floors are non-slip surface X
Controls operate by a single lever with a pressure 
balance mixing valve X

Controls are located on the center wall adjacent to the 
hinged seat X

Shower heads attached to a flexible metal hose X
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor X

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

X

Soap trays without handhold features unless they can 
support 250 pounds X

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar X

Grab bars are placed horizontally at 36" above the floor 
line X

LOCATION:  Three Rivers Well Field

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the 
table. An additional 29" clear space (totaling 48") must 
extend beyond the 19" clear space under the table to 
provide access

X

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

X

Top of table no higher than 32" above ground X
Surface of the clear ground space under and around 
the table must be stable, firm and slip-resistant, and 
evenly graded with a maximum slope of 2% in all 
directions

X

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter X

NOTES: Not applicable; none of the above. 

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



Facility Inventory LOCATION: Ware River Waterfront
ACTIVITY EQUIPMENT NOTES

Located adjacent to accessible paths
Access to Open Spaces
Back and Arm Rests
Adequate Number
Height of Cooking Surface
Located adjacent to accessible paths

Trash Cans Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. swings, slides Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Services and 
Technical Assistance

Access RoutesGame Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks Access Routes

Fishing Facilities

Access Routes

Equipment

Are special programs at your
facilities accessible?

Programming

Pools

Swimming Facilities

Beaches

Play Areas (tot lots)
Access Routes

Trails

Picnic Facilities

Tables & Benches

Grills

Picnic Shelters

NOTES: Not applicable. Land-locked/no access; public use not applicable. 



LOCATION: Ware River Waterfront

Specification for Accessible Spaces Yes No Comments/ Transition Notes

Accessible space located closest to accessible entrance x

Where spaces cannot be located within 200 ft of 
accessible entrance, drop-off area is provided within 
100 ft 

x

Minimum width of 13 ft includes 8 ft space plus 5 ft 
access aisle

x

Van Space- minimum of 1 van space for every accessible 
space, 8 ft wide plus 8 ft aisle. Alternative is to make all 
accessible spaces 11 ft wide with 5 ft aisle.

x

Sign with international symbol of accessibility at each 
space or pair of spaces

x

Sign minimum 5ft, maximum 8ft to top of sign x
Surface evenly paved  or hard-packed (no cracks) x
Surface slope less than 1:20, 5% x
Curbcut to pathway from parking lot at each space or 
pair of spaces, if sidewalk (curb) is present x N/A
Curbcut is a minimum width of 3 ft, excluding sloped 
sides, has sloped sides, all slopes not to exceed 1:12, 
and textured or painted yellow

x
N/A

Specification Yes No Comments/ Transition Notes
Slope Maximum 1:12 x
Minimum width 4 ft between hand rails x
Handrails on both sides if ramp is longer than 6 ft x
Handrails at 34" and 19" from ramp surface x
Handrails extend 12" beyond top and bottom x
Handgrip oval or round x
Handgrip smooth surface x
Handgrip diameter between 1 1/4" and 2" x
Clearance of 1 1/2" between wall and wall rail x
Non-slip surface x
Level platforms (4 ft x 4 ft) at every 30 ft, at top, at 
bottom, at change of direction

x

NOTES: Not applicable. Land-locked/no access; public use not applicable.

101-150
4 Spaces

Total Spaces             5 Spaces
Up to 25
26-50
51-75
76-100

5 Spaces

PARKING 
Required Accessible Spaces
1 Space
2 Spaces
3 Spaces

RAMPS        NONE

151-200
201-300
301-400
401-500

6 Spaces
7 Spaces
8 Spaces
9 Spaces



LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes

Accessible path of travel from passenger disembarking 
area and parking area to accessible entrance

x

Disembarking area at accessible entrance x
Surface evenly paved or hard-packed x
No ponding water x

Path does not require the use of stairs x
Path is stable, firm, and slip resistant x
3 ft wide minimum x
Slope maximum 1:20 (5%) and maximum cross pitch is 
2% (1:50).

x

Continuous common surface, no changes in level 
greater than 1/2 inch x

Any objects protruding onto the pathway must be 
detected by a person with a visual disability using a 
cane

x

Objects protruding more than 4" from the wall must be 
within 27" of the ground, or higher than 80"

x

Curb on the pathway must have curb cuts at drives, 
parking, and drop-offs

x

Primary public entrances accessible to person using 
wheelchair, must be signed, gotten to independently, 
and not be the service entrance

x

Level space extending 5 ft from the door, interior and 
exterior of entrance doors

x

Minimum 32" clear width opening (i.e. 36" door with 
standard hinge)

x

At least 18" clear floor area on latch, pull side of door
x

Door handle no higher than 48" and operable with a 
closed fist

x

Vestibule is 4 ft plus the width of the door swinging into 
the space

x

Entrance(s) on a level that makes elevators accessible
x

Door mats less than 1/2" thick are securely fastened
x

Door mats more than 1/2" thick are recessed x
Grates in path of travel have openings of 1/2" 
maximum

x

Signs at non-accessible entrance(s) indicate direction to 
accessible entrance

x

Emergency egress- alarms with flashing lights and 
audible signals, sufficiently lighted

x

Site Access

Path of Travel

Entrances

SITE ACCESS, PATH OF TRAVEL, ENTRANCES

NOTES:  Not applicable. Land-locked/no access; public use not applicable.



LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes

No open risers x
Nosings not projecting x
Treads no less than 11" wide x
Handrails on both sides x
Handrails 34"-38" above tread x

Handrail extends a minimum of 1 ft beyond top and 
bottom rise (if no safety hazard and space permits)

x

Handgrip oval or round x
Handgrip has a smooth surface x
Handgrip diameter between 1 1/4" and 1 1/2" x
1 1/2" clearance between wall and handrail x

Minimum 32" clear opening x
At least 18" clear floor space on pull side of door x
Closing speed minimum 3 seconds to within 3" of the 
latch

x

Maximum pressure 5 pounds interior doors x

Threshold maximum 1/2" high, beveled on both sides
x

Hardware operable with a closed fist (no conventional 
door knobs or thumb latch devices)

x

Hardware minimum 36", maximum 48" above the floor
x

Clear, level floor space extends out 5 ft from both sides 
of the door

x

Door adjacent to revolving door is accessible and 
unlocked

x

Doors opening into hazardous area have hardware that 
is knurled or roughened

x

NOTES: Not applicable. Land-locked/no access; public use not applicable. 

Stairs

Doors

STAIRS and DOORS



LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes
5 ft turning space measured 12" from the floor x

Clear floor space of 30" by 48" to allow a forward 
approach

x

Mounted without pedestal or legs, height 34" to top of 
rim

x

Extends at least 22" from the wall x
Open knee space a minimum 19" deep, 30" width, and 
27" high

x

Cover exposed pipes with insulation x
Faucets operable with closed fist (lever or spring 
activated handle)

x

Accessible to person using wheelchair at 60" wide by 
72" deep

x

Stall door is 36" wide x
Stall door swings out x
Stall door is self closing x
Stall door has a pull latch x
Lock on stall door is operable with a closed fist and 32" 
above the floor

x

Coat hook is 54" high x

18" from center to nearest side wall x
42" minimum clear space from center to farthest wall or 
fixture

x

Top of seat 17"-19" above the floor x

On back and side wall closest to toilet x
1 1/4" diameter x
1 1/2" clearance to wall x
Located 30" above and parallel to the floor x
Acid-etched or roughened surface x
42" long x

Toilet paper dispenser is 24" above floor x

One mirror set a maximum 38" to bottom (if tilted, 42")
x

Dispensers (towel, soap, etc) at least one of each a 
maximum 42" above the floor

x

NOTES: Not applicable. Land-locked/no access; public use not applicable.

Fixtures

RESTROOMS- also see Doors and Vestibules

At least one Stall:

At least one Sink:

Toilet

Grab Bars



LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes

Non-slip surface x
Carpeting is high-density, low pile, non-absorbent, 
stretched taut, securely anchored

x

Corridor width minimum is 3 ft x
Objects (signs, ceiling lights, fixtures) can only protrude 
4" into the path of travel from a height of 27" to 80" 
above the floor

x

Spouts no higher than 36" from floor to outlet x
Hand operated push button or level controls x
Spouts located near front with stream of water as 
parallel to front as possible

x

If recessed, recess a minimum 30" width, and no deeper 
than depth of fountain

x

If no clear knee space underneath, clear floor space 30" 
x 48" to allow parallel approach

x

Highest operating part a maximum 54" above the floor
x

Access within 12" of phone, 30" high by 30" wide x

Adjustable volume control on headset so identified
x

Specification Yes No Comments/ Transition Notes

Switches and controls for light, heat, ventilation, 
windows, fire alarms, thermostats, etc, must be a 
minimum of 36" and a maximum of 48" above the floor 
for a forward reach, a maximum of 54" for a side reach

x

Electrical outlets centered no lower than 18" above the 
floor

x

Warning signals must be visual as well as audible x

Mounting height must be 60" to centerline of the sign
x

Within 18" of door jamb or recessed x
Letters and numbers at least 1 1/4" high x
Letters and numbers raised .03" x

Letters and numbers contrast with the background color
x

NOTES: Not applicable. Land-locked/no access; public use not applicable.

Signs

Switches, Controls, and Signs

FLOORS, DRINKING FOUNTAINS, TELEPHONES

Floors

Drinking Fountains

Telephones

SIGNS, SIGNALS, AND SWITCHES



LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes
Ramp at least 34" wide with a non-slip surface 
extending into the shallow end, slope not exceeding 1:6 
with handrails on both sides

x

Lifting device x
Transfer area 18" above the path of travel and a 
minimum of 18" wide

x

Unobstructed path of travel not less than 48" wide 
around pool

x

Non-slip surface x

LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes

Stalls 36" by 60" minimum, with a 36" door opening
x

Floors are pitched to drain the stall at the corner 
farthest from the entrance

x

Floors are non-slip surface x
Controls operate by a single lever with a pressure 
balance mixing valve

x

Controls are located on the center wall adjacent to the 
hinged seat

x

Shower heads attached to a flexible metal hose x
Shower heads attached to wall mounting adjustable 
from 42" to 72" above the floor

x

Seat is hinged and padded and at least 16" deep, folds 
upward, securely attached to side wall, height is 18" to 
the top of the seat, and at least 24" long

x

Soap trays without handhold features unless they can 
support 250 pounds

x

2 grab bars are provided, one 30" and one 48" long, or 
one continuous L shaped bar

x

Grab bars are placed horizontally at 36" above the floor 
line

x

LOCATION: Ware River Waterfront

Specification Yes No Comments/ Transition Notes
A minimum of 5% of the total tables must be accessible 
with clear space under the table top not less than 30" 
wide and 19" deep per seating space and not less than 
27" clear from the ground to the underside of the table. 
An additional 29" clear space (totaling 48") must extend 
beyond the 19" clear space under the table to provide 
access

x

For tables without toe clearance, the knee space under 
the table must be at least 28" high, 30" wide, and 24" 
deep.

x

Top of table no higher than 32" above ground x

Surface of the clear ground space under and around the 
table must be stable, firm and slip-resistant, and evenly 
graded with a maximum slope of 2% in all directions

x

Accessible tables, grills, and fire rings must have clear 
ground space of at least 36" around the perimeter

x

NOTES:Not applicable. Land-locked/no access; public use not applicable.

SHOWER ROOMS- Showers must accommodate both wheel-in and transfer use

PICNICKING

SWIMMING POOLS- accessibility can be via ramp, lifting device, or transfer area



ADA Transition Plan 

Facility Name Endelson Playground 

Jurisdiction Recreation Department & Parks Department 

Location Main Street (Bondsville) 

Total Acreage 1.60 

Activity Sports, Playground, Picnicking 

Site Amenities 
(equipment) 

Swings, Slide, Basketball Court, Splash Pad, ADA accessible path 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible or Public 
Parking; on- street 
parking only 

Locate and Install ADA 
accessible parking 
spaces & signage 

2023 
Parks Department & Department 

of Public Works 

Could be River access, 
area needs to be 
cleared 

Design and construct 
accessible path to River 

2023 
Conservation Commission, 

Recreation Department & Parks 
Department 

No ADA access to 
basketball court  

Add curb cut to 
basketball court for 
access 

2023 
Parks Department & Department 

of Public Works 

Facility Name Bondsville Grammar Park 

Jurisdiction Recreation Department & Parks Department 

Location Main Street (Bondsville) 

Total Acreage 1.07 

Activity Play Area, Open Space, Monument, Path of Travel 

Site Amenities 
(equipment) 

Benches, small walking path, small open grassy area, passive park 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible or public 
parking; on- street 
parking only 

Locate and Install ADA 
accessible parking 
spaces 

2026 
Parks Department & Department 
of Public Works 

No curb cut on sidewalk 
from on-street parking  

Install curb cut on 
sidewalk from 
accessible parking 
spaces on street  

2026 Department of Public Works 



ADA Transition Plan 
 

Path of travel is not 
wheelchair accessible 

Widen current path to 
meet ADA requirements 

2026 
Recreation Department & Parks 
Department 

 

Facility Name Burleigh Park/Burleigh Brook Recreation Area 

Jurisdiction Recreation Department & Parks Department 

Location Old Warren Road (Thorndike) 

Total Acreage 144.44 

Activity Sports, Hiking, Picnicking, Nature Study 

Site Amenities 
(equipment) 

Soccer, Baseball, Basketball, Horseshoes, Trail Network 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No ADA accessible 
parking 

Locate and install ADA 
accessible parking 
spaces & signage 

2023 
Parks Department & Department 
of Public Works 

No accessible path of 
travel 

Design and construct 
accessible path  

2026 
Recreation Department & Parks 

Department 

Trails are inaccessible 
due to slope, grade, 
materials 

Design and construct 
accessible trail system 
at another location 

2027 
Recreation Department & 
Conservation Commission 

No accessible restrooms 
Add accessible 
restroom facilities 

2023 
Recreation Department & Parks 
Department 

Trash cans not on path 
Relocate trash can to 
accessible location 

2026 
Recreation Department & Parks 
Department 

No accessible 
seating/benches/Picnic 
area 

Add ADA accessible 
seating & picnic shelters 

2027 
Recreation Department & Parks 
Department 

 

Facility Name Water Street Field 

Jurisdiction Recreation Department & Parks Department 

Location Water Street (Depot Village) 

Total Acreage 7.23 

Activity Soccer 

Site Amenities 
(equipment) 

Open Field 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 



ADA Transition Plan 
 

No ADA accessible or 
public parking; on-
street parking only 

Locate and install 
accessible parking 
spaces & signage 

2026 
Parks Department & Department of 
Public Works 

No accessible path of 
travel 

Design and construct 
accessible path  

2025 
Recreation Department & Parks 
Department 

No accessible 
restrooms 

Add accessible 
restroom facilities 

2024 
Recreation Department & Parks 
Department 

No accessible 
seating/benches 

Add accessible seating 2025 
Recreation Department & Parks 
Department 

    

Facility Name Eager Playground/Legion Field 

Jurisdiction Recreation Department & Parks Department 

Location Rathbone Street (Depot Village) 

Total Acreage 23.00 

Activity Sports, Picnicking, Play areas 

Site Amenities 
(equipment) 

Playground for K-3, Playground for 5-12, Tennis Courts, accessible path 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No ADA accessible or 
public parking; on-
street parking only 

Locate and install 
accessible parking 
spaces & signage 

2023 
Parks Department & Department of 
Public Works 

No accessible 
restrooms 

Add accessible 
restroom facilities 

2024 
Recreation Department & Parks 
Department 

K-3 playground 
equipment out of date 

Upgrade playground 
equipment, add 
padding under 
equipment 

2027 
Recreation Department & Parks 
Department 

No ADA access to 
tennis court 

Install accessible ramp 
to tennis court 

2026 
Recreation Department & Parks 
Department 

No ADA access to K-3 
playground 

Add ADA access and 
path of travel to K-3 
playground 

2026 
Recreation Department & Parks 
Department 

 

Facility Name Hryniewicz Park 

Jurisdiction Recreation Department & Parks Department 

Location Main Street (Three Rivers) 

Total Acreage 1.02 

Activity Picnicking, playgrounds, concerts, events 

Site Amenities Benches, playground, gazebo, accessible parking 



ADA Transition Plan 
 

(equipment) 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

None 
Site is very ADA 
accessible 

 
N/A N/A 

    

Facility Name Walter “Bebe” Chase Memorial Field 

Jurisdiction Recreation Department & Parks Department 

Location Shaw Street 

Total Acreage 24.02 

Activity Sports 

Site Amenities 
(equipment) 

Soccer Field, Baseball Field, Open Space 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No ADA accessible or 
Public Parking  

Locate and install ADA 
two accessible parking 
spaces & signage 

2026 
Parks Department & Department 
of Public Works 

No path of travel; site 
has 1%-2% slopes 

Add ADA accessible 
path of travel 

2025 
Recreation Department & Parks 

Department 

Trash cans not on path 
Relocate trash can to 
accessible location 

2025 
Recreation Department & Parks 
Department 

No accessible 
seating/benches/picnic 
areas 

Add ADA accessible 
seating & Picnic shelters 

2026 
Recreation Department & Parks 
Department 

 

Facility Name Veterans Monument 

Jurisdiction Parks Department 

Location Church Street/River Road 

Total Acreage 0.19 

Activity Site Seeing, Passive 

Site Amenities 
(equipment) 

Monument, Memorials 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 



ADA Transition Plan 
 

No ADA accessible or 
Public Parking; on-
street parking only 

Locate and Install ADA 
accessible parking 
spaces & signage 

2027 
Parks Department & Department 

of Public Works 

 

Facility Name Memorial Park (WWI Monument) 

Jurisdiction Parks Department 

Location Park Street & Converse Street 

Total Acreage 0.28 

Activity Monument, Memorial 

Site Amenities 
(equipment) 

Benches, Sidewalk 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No designated ADA 
parking; on-street 
parking only 

Locate and Install ADA 
accessible parking 
spaces & signage 

2024 
Parks Department & Department 

of Public Works 

No curb on sidewalk 
from on-street parking 

Install curb cut on 
sidewalk from 
accessible parking 
spaces 

2024 
Parks Department & Department 

of Public Works 

 

Facility Name Three Rivers Well Field 

Jurisdiction Parks Department, Town of Palmer 

Location Oak Street 

Total Acreage 44.85 

Activity Passive recreation, Public Water Supply 

Site Amenities 
(equipment) 

Open field, Open space 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

Not Applicable – Public 
Water Supply land 

 
 

 

 

 



ADA Transition Plan 
 

Facility Name Lavoliette Field 

Jurisdiction Recreation Department & Parks Department  

Location 2015 Main Street 

Total Acreage 16.73 

Activity Sports 

Site Amenities 
(equipment) 

Baseball Fields, Soccer Fields, Restrooms, ADA accessible trail 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible parking off 
Main Street  

Locate and install ADA 
accessible parking 
spaces & signage 

2023 
Parks Department & Department of 
Public Works 

No ADA accessible van 
space off Main & 
Belanger Streets 

Locate and install ADA 
accessible van space 
and signage 

2023 
Parks Department & Department of 
Public Works 

Inadequate number of 
tables and benches 

Install ADA tables and 
benches along walking 
trail 

2026 
Parks Department & Department of 
Public Works 

No accessible picnic 
areas 

Add ADA accessible 
picnic shelters 

2026 
Parks Department & Department of 
Public Works 

 

Facility Name Diamond Playground 

Jurisdiction Recreation Department & Parks Department  

Location Main Street (Thorndike) 

Total Acreage 0.29 

Activity Picnicking, Sports, Playground 

Site Amenities 
(equipment) 

Basketball court, Playground, Tables, Benches, Trash Cans, ADA path  

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible or public 
parking; on-street 
parking only  

Locate and Install ADA 
accessible parking 
spaces & signage 

2024 Parks Department & Department of 
Public Works 

No curb cut on 
sidewalk from on-
street parking area 

Install curb cut on 
sidewalk from on-
street parking area 

2024 Parks Department & Department of 
Public Works 

No ADA access to 
basketball court 

Install curb cut/ramp 
to basketball court 

2024 
Parks Department & Department of 
Public Works 



ADA Transition Plan 
 

Facility Name Midura Family Conservation Lands 

Jurisdiction Conservation Commission 

Location Old Warren Road 

Total Acreage 318.74 

Activity Hiking, Biking, Nature Study/Observation, Wildlife Management 

Site Amenities 
(equipment) 

Trail Network 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No designated 
accessible parking  

Accessible parking to 
be provided at another 
location 

N/A Conservation Commission 

Trails are inaccessible 
due to slope, grade, 
and surfacing 

Accessible trail to be 
provided at another 
location 

N/A Conservation Commission 

    

Facility Name Mountain Roads Trail System aka Shaw District 

Jurisdiction Conservation Commission 

Location Onley Rd, Mountain Rd, St. Johns Rd, Bacon Rd, Rondeau Rd, Browns Rd, Tavern Rd 

Total Acreage 243.60 (8 miles of old roads) 

Activity Hiking, Biking, Nature Study/Observation, Wildlife Management 

Site Amenities 
(equipment) 

Trail Network 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible or public 
parking; on-street 
parking only 

 
Accessible parking to 
be provided at another 
location 

N/A Conservation Commission 

Trails are inaccessible 
due to slope, grade and 
surfacing 

 
Accessible trail to be 
provided at another 
location 

N/A Conservation Commission 

 

Facility Name Ware River Waterfront 

Jurisdiction Conservation Commission 

Location Off Main Street (Thorndike) 



ADA Transition Plan 
 

Total Acreage 9.93 

Activity Fishing, Boating, Swimming 

Site Amenities 
(equipment) 

None 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

Land Locked/No Access 
 
Public Use not 
Applicable 

 

 

Conservation Commission 

 

Facility Name Forest Lake Wildlife Management Area 

Jurisdiction Department of Fish & Game, Office of Boating & Fishing Access 

Location River Road 

Total Acreage 20 

Activity Fishing, Boating, Swimming 

Site Amenities 
(equipment) 

Open Space, Hunting, Fishing, Swimming 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal ADA 
accessible or public 
parking; on-street 
parking only 

 
Construct parking lot 
with ADA accessible 
parking spaces & 
signage 

 
 
2022 

Dept. of Fish & Game, Office of 
Boating & Fishing Access, 
Conservation Commission 

No ADA accessible 
boating facilities 

 
Construct/install 
accessible boat launch 

 
2022 

Dept. of Fish & Game, Office of 
Boating & Fishing Access, 
Conservation Commission 

No ADA accessible 
fishing facilities 

 
Construct accessible 
fishing facilities 

 
2023 

Dept. of Fish & Game, Office of 
Boating & Fishing Access, 
Conservation Commission 

 

Facility Name Swift River Greenbelt 



ADA Transition Plan 
 

Jurisdiction Conservation Commission 

Location First, Second & Third Streets (Bondsville) 

Total Acreage 24.80 

Activity Fishing, Boating, Swimming, Hiking, Biking, Walking, Nature observation 

Site Amenities 
(equipment) 

Hiking/biking trails, ADA accessible walking trail, gazebo, benches 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

Hiking/biking trails are 
inaccessible due to 
slope, grade and 
surfacing 

Allow authorized 
ATV/ORV access to 
trails to people with 
disabilities 

2027 Conservation Commission 

No accessible fishing 
facilities 

Install ADA accessible 
fishing facility 

2023 
Dept. of Fish & Game, Office of 
Boating & Fishing Access, 
Conservation Commission 

No ADA accessible van 
parking space 

Create ADA accessible 
van parking space & 
install signage 

2023 
Dept. of Fish & Game, Office of 
Boating & Fishing Access, 
Conservation Commission 

 

Facility Name Old B&A Railroad Bed 

Jurisdiction Conservation Commission 

Location Barker Street 

Total Acreage 3.51 

Activity Possible Trail Connectivity, Hiking, Biking 

Site Amenities 
(equipment) 

Open Space 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

No formal public or 
ADA accessible parking 

Locate and install 
parking area with ADA 
accessible parking 
spaces & signage 

2026 Conservation Commission 

 



ADA Transition Plan 
 

Facility Name Grand Trunk Railroad Bed 

Jurisdiction Conservation Commission 

Location River Road 

Total Acreage 9.60 

Activity Kayaking/canoeing, Blue Trail connectivity, but currently no public access 

Site Amenities 
(equipment) 

None 

Transition Plan 

Barriers to Access Corrective Actions Scheduled Changes Authority 

Land Locked/No Access 
 
Public Use not 
Applicable 

N/A N/A Conservation Commission 
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